
The Quill Falcon Cyclone 120 is the most flexible and versatile of our  mobile wet abrasive blasting 
machines. It offers considerable blasting power, yet at the same time is very portable even with a full 

load of water and blast media. Equally at home on both large and small projects, the Quill Falcon Cyclone 
120 is used in a wide variety of industries and applications, including shipping, line marking removal, and 
brick and stone restoration. With a 120 litre capacity, the Quill Falcon Cyclone 120 offers up to 8 hours 

of uninterrupted blasting, meaning less downtime and greater operating efficiency.

QUILL FALCON CYCLONE 120

FREE ON-SITE DELIVERY

www.quillfalconaustralia.com.au

CALL NOW FOR A FREE DEMONSTRATION

HEIGHT : 1270mm
WIDTH : 630mm
DEPTH : 860mm

UNLADEN WEIGHT : 165kg
LADEN WEIGHT : 436kg (garnet)

NUMBER OF 25kg BAGS
TO FILL VESSEL
GARNET : 8 bags

IRON SILICATE : 7 bags
GLASS : 5 bags

WATER PRESSURE AND FLOW : 
Standard tap pressure and flow

WATER CONSUMPTION :
100 - 200ml per minute

GRIT TYPE :
Standard particle blast media

GRIT CONSUMPTION : 
0.4 – 0.7kg per minute

GRIT REFILL : 
Up to 3 hours between refills
AIR SUPPLY : 175 – 400cfm

AIR SUPPLY HOSE : ¾ or 2 inch
BLAST HOSE SIZE : 1 inch

BLAST HOSE MAX LENGTH : up to 250m
BLASTING PRESSURE : 20 - 120psi

DIMENSIONS

BLAST MEDIA

SPECIFICATIONS

QUILL FALCON AUSTRALIA

AVAILABLE FOR SALE AND HIRE
TELEPHONE: (08) 8345 0719


