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QUILL FALCON CYCLONE 200

The Quill Falcon Cyclone 200 is the most powerful of our mobile sandblasting machines. Suitable
for use in the most demanding conditions, the machine can be used with a 600cfm compressor
and has a 230 litre vessel capacity. The ability to hold significant amounts of blast media means

there are longer operating times between refills, so that the Quill Falcon Cyclone 200 is the ideal

portable dustless blasting equipment for large-scale projects and big blasting areas.

DIMENSIONS SPECIFICATIONS

HEIGHT : 1280mm WATER PRESSURE AND FLOW :
WIDTH : 670mm Standard tap pressure and flow
DEPTH : 1020mm WATER CONSUMPTION :

UNLADEN WEIGHT : 209kg 150 - 250ml per minute
LADEN WEIGHT : 584kg (garnet) GRITTYPE :
Standard particle blast media
BLAST MEDIA GRIT CONSUMPTION :
0.3 - 0.8kg per minute
NUMBER OF 25kg BAGS GRIT REFILL :
TO FILL VESSEL Up to 4 hours between refills
GARNET : 15 bags AIR SUPPLY : 250 - 400cfm
IRON SILICATE : 11 bags AIR SUPPLY HOSE : % or 2 inch
GLASS : 9 bags BLAST HOSE SIZE : 1 or 1% inch

BLAST HOSE MAX LENGTH : up to 250m
BLASTING PRESSURE : 20 - 120psi

AVAILABLE FOR SALE AND HIRE
TELEPHONE: (08) 8345 0719

www.quillfalconaustralia.com.au




