
The Quill Falcon Cyclone 60 is our most versatile portable dustless blasting machine. It 
combines both power and ease of operation, and can give you up to 3 hours of abrasive 

blasting before refilling is required. Because it is easy to transport, the Quill Falcon Cyclone 60 
is popular in the shipping industry and on offshore installations. It is frequently used for the 
removal of protective coatings and the preparation of metal and steel surfaces across a wide 

range of industries.

QUILL FALCON CYCLONE 60

FREE ON-SITE DELIVERY

www.quillfalconaustralia.com.au

CALL NOW FOR A FREE DEMONSTRATION

HEIGHT : 1070mm
WIDTH : 620mm
DEPTH : 730mm

UNLADEN WEIGHT : 138kg
LADEN WEIGHT : 269kg (garnet)

NUMBER OF 25kg BAGS
TO FILL VESSEL
GARNET : 4 bags

IRON SILICATE : 3 bags
GLASS : 2 bags

WATER PRESSURE AND FLOW : 
Standard tap pressure and flow

WATER CONSUMPTION :
100-150ml per minute

GRIT TYPE :
Standard particle blast media

GRIT CONSUMPTION : 
0.6 – 1.0kg per minute

GRIT REFILL : 
Up to 2 hours between refills
AIR SUPPLY : 90 – 250cfm

AIR SUPPLY HOSE : ¾ or 2 inch
BLAST HOSE SIZE : 1 inch

BLAST HOSE MAX LENGTH : 100m
BLASTING PRESSURE : 20 -120psi

DIMENSIONS

BLAST MEDIA

SPECIFICATIONS

QUILL FALCON AUSTRALIA

AVAILABLE FOR SALE AND HIRE
TELEPHONE: (08) 8345 0719


