
The Quill Falcon Cyclone 60 Trailer mobile wet blasting machine consists of a a 115 litre water 
tank, plus a 90cfm or 140cfm compressor. As it is a self-contained unit, it means that you have 
everything that you need to begin abrasive blasting straight away. Because if reduces on-site 

hold-ups and aids cost-effective and time-efficient dustless blasting, the Quill Falcon Cyclone 60 
Trailer is consistently one of the most versatile and popular of our Australian mobile sandblasters.

QUILL FALCON CYCLONE 60 TRAILER

FREE ON-SITE DELIVERY

www.quillfalconaustralia.com.au

CALL NOW FOR A FREE DEMONSTRATION

HEIGHT : 1530mm
WIDTH : 2000mm
DEPTH : 3050mm

UNLADEN WEIGHT : 1026kg
LADEN WEIGHT : 1240kg (garnet)

NUMBER OF 25kg BAGS
TO FILL VESSEL
GARNET : 4 bags

IRON SILICATE : 3 bags
GLASS : 2 bags

WATER TANK : 115 litres
WATER CONSUMPTION :

100 - 150ml per minute
GRIT TYPE :

Standard particle blast media
GRIT CONSUMPTION : 
0.6 – 1.0kg per minute

GRIT REFILL : 
Up to 3 hours between refills
AIR SUPPLY : 90 – 140cfm
AIR SUPPLY HOSE : ¾ inch
BLAST HOSE SIZE : 1 inch

BLAST HOSE MAX LENGTH : 80m
BLASTING PRESSURE : 20 -120psi

COMPRESSOR FUEL TANK : 50 litres

DIMENSIONS

BLAST MEDIA

SPECIFICATIONS

QUILL FALCON AUSTRALIA

AVAILABLE FOR SALE AND HIRE
TELEPHONE: (08) 8345 0719


